
               BUILD A SUSTAINABLE FUTURE 
 

 

Construction of Bugolobi WWTP 

Location:    Kampala, Uganda      

Project duration:  2017  

Project cost:   52.6 million Euros  

Financing:  AfDB and Government of 

Uganda/NWSC 

Client:  The National Water and 

Sewerage Corporation (NWSC) 

Project summary:  Mechanical&Electrical Design 

review and supervision of WWTP  

Scope of Services:  On site review of contractor’s 

detailed design (FIDIC Yellow 

Book), Bill of Quantities (BoQ), 

material submission,  

Supervising installation and on-

site commissioning of 

electromechanical (E+M) 

equipment and components of 

the WWTP 

Type of Services:  Freelanced  

Company employer:  Lahmeyer GKW Consult in 

association with PEC Consultants. 

PROJECT TECH INFO 

 

THE BUGOLOBI WASTE WATER TREATMENT PLANT HAS 

DESIGN CAPACITY OF 45,000M3/DAY 

  

INLET PUMP STATION,  

SCREENS & AERATED GRIT CHAMBERS,  

PRIMARY SEDIMENTATION TANK 

AERATED TRICKLING FILTER UNIT  

CLARIFIERS  

SLUDGE STORAGE TANK 

DIGESTERS, BIOGAS HOLDING TANKS  

BIO-FILTERS 


