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Construction of Kahramanmaras WWTP 

 
Location:  Kahramanmaraş, Turkey      

Project duration: 2017/2018 

Project cost:  49 million Euros  

Financing:  85% EU funds, 15% national funds 

Client: Ministry of Environment & 
Urbanization; KASKİ, 
Kahramanmaraş Su ve 
Kanalizasyonİdaresi / EU-IPA 

Project summary: Mechanical&Electrical Design 
review and supervision of WWTP 
Kahramanmaraş (600,000 PE; 
capacity of stage 1: 111,023 
m³/d, horizon 2030, stage 2: 
154,443 m³/d. 

Scope of Services: On site review of contractor’s 
detailed design (FIDIC Yellow 
Book), Bill of Quantities (BoQ), 
material submission,  

Supervising installation and on-
site commissioning of 
electromechanical (E+M) 
equipment and components of 
the WWTP 

Freelance service to: GKW Consult GmbH, Mannheim, 
Germany 

PROJECT TECH INFO 

INLET PUMPING STATION,  
INLET STRUCTURE WITH MECHANICAL SCREENING UNITS 
GRIT/GREASE REMOVAL TANKS,  
PRIMARY CLARIFIERS,  
ANAEROBIC SELECTOR TANKS WITH MECHANICAL MIXERS  
AERATION TANKS,  
FINAL CLARIFIERS,  
RETURN AND EXCESS SLUDGE PUMPING STATION,  
SLUDGE THICKENERS,  
CENTRIFUGAL DECANTERS  
BLOWER STATION 
ANAEROBIC DIGESTERS AND RELEVANT FACILITIES,  
CHP BUILDING WITH 3 BIOGAS ENGINES  
SLUDGE DEWATERING BUILDING 


