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PROJECT TECH INFO

DESIGN OF:

NEW RAW WATER INTAKE AND PUMPING STATION WITH
INTAKE PIPE WITH DN 1100 ALSO INTAKE CHAMBER DIVIDED
INTO THREE CHANNELS EACH INDEPENDENTLY OPERATING,
AND EACH EQUIPPED WITH A MANUAL SCREEN, THREE
CENTRIFUGAL PUMPS (EACH 1500 M3/H AT 85M), ONE DN
600 RISING MAIN EQUIPPED WITH A NEW ANTI-HAMMER
SYSTEM, ONE FLOWMETER, CONNECTIONS WITH THE
EXISTING RISING MAINS

BUILD A SUSTAINABLE FUTURE

Mombasa Water and Sanitation Service
Improvement Project (Mombasa WasSSIP),
Kenya

Location: Mombasa, Kenya

Project duration: 2011

Project cost: N/A

Financing: CWSB, Coast Water Services

Board / AFD, Agence Francaise
de Développement

Client: CWSB, Coast Water Services
Board
Project summary: Preparation of detailed

mechanical design drawing and
tender documentation
specifications for pumping station
and replacement of the intake
pipe fine screen; relocation of the
KSB pump from the old pumping
station, refurbishing of the existing
anti-hammer system,
replacement of the two existing

flow meters

Scope of Services: Detailed design of
mechanical/E+M equipment
drawings

Type of services: Freelanced based

Company employer: Poyry Environment GmbH,
Germany



